THE  GENERAL  CLAUSES  IN   SPECIFICATIONS.
79.    As to the Character of the Workmen to be Employed.    In order to secure good work it is necessary to employ skilled workmen.    The engineer  must therefore have some control over the character of the labor employed by the contractor.     This   is   obtained by  specifying that only skilled labor shall be employed and giving to the  engineer the power of discharge over any laborer, mechanic,  foreman, or superintendent employed by the  contractor on the  work.    It  is  also customary to provide that this power shall extend to cases of disobedience of instructions, impudence to engineer or inspectors, drunkenness, etc., as shown in the following illustration:
And the said party of the second part further agrees to emplov only competent, skillful men to clo the work; and that whenever the Engineer shall inform said parly of the second part in writing that any man on the work is, in his opinion, incompetent, or unfaithful, or disorderly, such mini shall be discharged from the work, and shall not again be employed on it.                                                                          A. F.
80.    Suitable Appliances to be Used.   If not prevented by a special clause in the specifications, contractors who are unprovided   with suitable mechanical appliances for doing the work properly will often   undertake   to perform the work with  cheap   and   inadequate  means,  which   would   necessarily result in faulty construction,  or in   delaying the   work.    It is customary, therefore, to   prescribe   that all  appliances shall be suitable    and   adequate to   the    purpose,   and    subject   to   the approval   of the engineer.     It is not wise, however, to specify particular methods or means of doing the work,  since  if   for any reason   a   partial  failure should result, the contractor will endeavor to obtain personal  release by charging failure to the specified appliances or methods.     A specification like the following is therefore recommended.
The contractor is to use such methods and appliances for the performance of all the operations connected with the work embraced under this contract as will secure a satisfactory quality of work and a rate of progress which, in the opinion of the engineer, will secure the completion of the work within the

